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- Ammonium hydrogen sulphite to encourage growth of 
yeasts, sulphurization of grapes, musts, mashes, young 
wines in accordance with Regulation (EU) No. 606/2009 - 
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Technical information and instructions of use   

 
General information:  
 
AMMOFIT liquid is an approx. 70 
% aqueous solution of ammonium 
hydrogen sulphite, which has re-
cently been approved for the 
sulphurization of grapes, musts, 
mashes, young wines and wines.   
 
Effect/Benefits: 
 
Similar to powdered crystalline 
KALFIT®, AMMOFIT liquid 
releases sulphur dioxide in the 
acidic environment of the above-
mentioned 
intermediate and end 
products of winemaking, which 
protects against oxidation, 
prevents enzymatic browning, 
has a bactericidal effect and 
masks undesirable fermentation 
by-products (e.g. acetaldehyde).  
Compared to sulphurization with 
SO2 gas or KALFIT®, AMMOFIT 
liquid is safer, more pleasant to 
handle due to its low odour and 
easier to dose. The nitrogen relea-
sed at the same time explains the 
yeast-nourishing property of this li-
quid product. Due to the maximum 
permitted dosage of AMMOFIT li-
quid, the solution is not suitable 
for the sulphur dioxide manage-
ment in sweet reserves. 
Like KALFIT®, AMMOFIT liquid 
is not suitable for the preservation 
of distilling mashes. 

 Dosage/Application: 
1 liter AMMOFIT liquid weighs 
about 1.37 kg and releases a good 
600 g of SO2 and around 150 g nit-
rogen of assimilable yeast (YAN). 
A dosage of 10 ml AMMOFIT li-
quid/hl increases the SO2 level 
around 65 mg/l.  
The related input of nitrogen cor-
responds to a dosage of approx. 6 
g DAP/hl. 
The maximum allowed dosage of 
AMMOFIT liquid is 20 ml/hl. 
The respective dosage is 
based on known empirical values 
for SO2 gas or KALFIT® and 
depends on the health status of 
the grapes, the pH value and the 
expected microbiological stability.. 
AMMOFIT liquid is added di-
rectly as follows: 

• in portions when grinding the 
grapes, 

• by stirring into the must,  

• by adding into the young wine 
followed by careful „gas stir-
ring“ with carbon dioxide or nit-
rogen. Schandelmaier (Land-
wirtschaftliches Wochenblatt 
41/2016) understands this to 
mean frit gassing with 45 g nit-
rogen or     70 g carbon dioxide 
per 10 hl from the bottom of the 
tank, which leads to a release 
of carbon dioxide and thus 
circulation of the young wine, 
which in turn distributes the 
AMMOFIT added at the same 
time from the bunghole  
 
 
 

 homogeneously in liquid form 
without causing the tank to 
foam over. 
 
• by stirring into the wine. 

 
Package sizes: 
 
25 kg canister (Art.-no. 5333) 
 
Storage: 
 
Store tightly closed at 13-25°C! 
Keep out of the reach of children! 
 
 
Hazard warnings: 
 

 
Attention 

  
Hazard statements: Causes serious 
eye irritation. May cause respiratory ir-
ritation. Contact with acids liberates to-
xic gas. 
 
All information in this publication is 
based on our current experience and 
knowledge. Schliessmann Kellerei- 
Chemie does not guarantee that the 
products can be used as described 
above without prior careful testing, nor 
that their use does not infringe the 
patent rights of third parties. 
 
 
 
 
 
 



10 15 20 25 30 35 40 45 50 55 60 65
100 1,5 2,3 3,1 3,8 4,6 5,4 6,2 6,9 7,7 8,5 9,2 10
200 3,1 4,6 6,2 7,7 9,2 10,8 12,3 13,8 15,4 16,9 18,5 20
300 4,6 6,9 9,2 11,5 13,8 16,2 18,5 20,8 23,1 25,4 27,7 30
400 6,2 9,2 12,3 15,4 18,5 21,5 24,6 27,7 30,8 33,8 36,9 40
500 7,7 11,5 15,4 19,2 23,1 26,9 30,8 34,6 38,5 42,3 46,2 50
600 9,2 13,8 18,5 23,1 27,7 32,3 36,9 41,5 46,2 50,8 55,4 60
700 10,8 16,2 21,5 26,9 32,3 37,7 43,1 48,5 53,8 59,2 64,6 70
800 12,3 18,5 24,6 30,8 36,9 43,1 49,2 55,4 61,5 67,7 73,8 80
900 13,8 20,8 27,7 34,6 41,5 48,5 55,4 62,3 69,2 76,2 83,1 90
1000 15,4 23,1 30,8 38,5 46,2 53,8 61,5 69,2 76,9 84,6 92,3 100
1100 17 25 34 42 51 59 68 76 85 93 102 110
1200 18 28 37 46 55 65 74 83 92 102 111 120
1300 20 30 40 50 60 70 80 90 100 110 120 130
1400 22 32 43 54 65 75 86 97 108 118 129 140
1500 23 35 46 58 69 81 92 104 115 127 138 150
1600 25 37 49 62 74 86 98 111 123 135 148 160
1700 26 39 52 65 78 92 105 118 131 144 157 170
1800 28 42 55 69 83 97 111 125 138 152 166 180
1900 29 44 58 73 88 102 117 132 146 161 175 190
2000 31 46 62 77 92 108 123 138 154 169 185 200
2100 32 48 65 81 97 113 129 145 162 178 194 210
2200 34 51 68 85 102 118 135 152 169 186 203 220
2300 35 53 71 88 106 124 142 159 177 195 212 230
2400 37 55 74 92 111 129 148 166 185 203 222 240
2500 38 58 77 96 115 135 154 173 192 212 231 250
2600 40 60 80 100 120 140 160 180 200 220 240 260
2700 42 62 83 104 125 145 166 187 208 228 249 270
2800 43 65 86 108 129 151 172 194 215 237 258 280
2900 45 67 89 112 134 156 178 201 223 245 268 290
3000 46 69 92 115 138 162 185 208 231 254 277 300
3100 48 72 95 119 143 167 191 215 238 262 286 310
3200 49 74 98 123 148 172 197 222 246 271 295 320
3300 51 76 102 127 152 178 203 228 254 279 305 330
3400 52 78 105 131 157 183 209 235 262 288 314 340
3500 54 81 108 135 162 188 215 242 269 296 323 350
3600 55 83 111 138 166 194 222 249 277 305 332 360
3700 57 85 114 142 171 199 228 256 285 313 342 370
3800 58 88 117 146 175 205 234 263 292 322 351 380
3900 60 90 120 150 180 210 240 270 300 330 360 390
4000 62 92 123 154 185 215 246 277 308 338 369 400
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Target value dosage in mg SO2/l must 10 ml AMMOFIT liquid per 100l must correspond to approx. 65mg/l SO2AMMOFIT liquid 

dosage in ml

Example: 3000 liter of must shall be sulphurized with 45 mg/l : 208 ml AMMOFIT to be added.
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