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- for decanting / extraction of liquids, especially   
beverages, out of bigger containers with round  Page 1/2 
openings of 35 to 70mm wideness -   
 
 

  

Technical information and instructions of use   

 
For many decades, SIMPLEX filling devices have been proven, reliable, hygienic, and at the same time 
very inexpensive aids for handling liquids in the household or even in small businesses. To this day, they 
are manufactured in our own plastics workshop. This offers our customers the opportunity to reorder spare 
parts or even request custom-made especial products. The foods products contacting parts of SIMPLEX-
filling devices, such as beverages, distilled water, glycerine, edible oils, alcoholic distillates and extracts 
are made of stainless steel, respectively of consumer goods compliant polyethylene and silicone. Under 
certain pre-conditions of corresponding chemical resistance also technical liquids such as alkalis, acids, 
washers and cleaners, mineral oils can be also handled with the SIMPLEX-filling devices. 
 

All SIMPLEX filling devices can be adapted within container 
heights upto 65 cm due to the movable SIMPLEX stopper (Fig. 
1). Requirement for technical function is to close and fix the round 
opening of container airtight. The SIMPLEX stopper closes ope-
nings from 35-55 mm. The stopper (Fig. 2) with additional SIMP-
LEX collar (Fig. 3) enables to close openings upto 70 mm widen-
ess. 
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SIMPLEX-B 15 
 

The two types of pressure-fillers SIMPLEX-B15 
enable liquid extraction from lower standing con-
tainers. Continuous pumping over bellows („hand“ 
or „foot blower“) builds an overpressure within 
head space of container which presses the liquid 
into riser pipe. From there it flows down to target 
container. The activation of the stopper valve 
deaerates the head space and thereby stops the 
liquid extraction. 
The riser pipe (Ø 15mm) is made of stainless steel, 
height approx. 70 cm. Both types of pressure-
fillers are released for contact with food pro-
ducts. 

 

SIMPLEX B 15 with hand-blower Art.-No. 6203 

SIMPLEX B 15 with foot-blower Art.-No. 6204 
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SIMPLEX machine 
 
Both types of bottling SIMPLEX machines 
enable half-automatic liquid extraction from higher 
standing containers. Initial pumping by bellows 
(„hand blower“) also builds in this instrument an 
overpressure within head space which presses the 
liquid into the riser pipe. From there it flows down 
to target container at manually opening the SIMP-
LEX pinch cock size 1 (Fig. 4). As this instrument 
can be operated very well with just one hand, the 
extraction procedure can be completed quick and 
precise (practically without post-dropping) without 
interruption. 
 

 (4) 
 
Thanks to the leverage effect, next liquid extrac-
tion comes automatically when opening the pinch 
cock again as far as the cock is under the liquid 
level of container content. 
The height of riser pipe is approx. 70 cm. 
 
 

   
 

   
 

SIMPLEX-Automat P 14 Riser pipe made of polyethylene, Ø 14mm silicone hose 12x2mm   

-released for beverages / foods-                                                Art.-No. 6221 
 

SIMPLEX-Automat P 13 Riser pipe made of PVC, Ø 13mm, acid-resistant rubber hose 10x2mm                

-not released for beverages / foods-                                          Art.-No. 6220 

 
 

 
All information in this publication is based on our current experience and knowledge. 
Schliessmann Kellerei-Chemie does not guarantee that the products can be used without prior careful testing as described 
above, nor that their use will not infringe the patent rights of third parties. 
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